TYCO VALVE CO,, LTD.

Whatsapp:+8613962439439
Email:c781833126@gmail.com

VALVE SYSTEM SOLUTION

Product Introduction
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TYCO VALVE CO., LTD.






NON-RISING STEM GATE

Y STRAINER

TKYCO

A
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MAIN OUTER SIZE:
S~ & oo T o MAIN OUTER 5128
D2
k L Tcas0 [ coso | caiso CL150 DN |50 [ 65 |80 [100 |125 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600 | 700 | 800
—- R TI BT L [178 [190 [203 [229 [254 | 267|292 | 330 | 356 | 381|406 | 432 | 457 | 508 | 610 | 660
S D0 [160 160 [200 [200 [225 | 280 | 330 | 385 | 385 | 450 | 450 | 520 | 620 | 456 | 458 | 458
139.5 | 116.5 4- 919 Himax| 198 |225 293 [303 |340 | 417 | 515 | 621] 710 | 869 | 923 | 1169 1554]1856] 2176|2598
80 | 292 | 191 | 1525 [ 1295 | 19 | 4-919 | 4-19 Stem 350 [406 |520 |568 |640 | 755 | 960 | 1150 [1300|1559 1704|1878 | 2176|2568|2895|3446

350 | 980 | 533 | 476 | 440 | 34 |12-®30|12-$30| 613 | 380 | 1
351 | 981 | 534 | 477 | 441 | 35 |12-¢831|12-431] 614 [ 381 | 2

MAIN PART MAIERIAL:

MAIN PARTS MATERIAL:
1|  stem |  Stainlesssteel
A536 EGIGN SYANDERD PN25 Cast steel | DESIGN STANDERD
55304 Copper alloy
A536 GB 12238 Fashboard bucile iron package nifrile rubber | OB 12238
Bonner Gasket BS 5155 6 |  Body | Nodularcastiron | PN25 Caststeel | BS 5155
Carbon Steel AWWA Split ring Copper alloy AWWA
6 |  Bot Carbon Steel 8]  Gland |  Copperalloy/Nodular castiron

9 | Holder Nodular castiron




RISING STEM GATE VALVE

BUTTERFLY VALVE TYPE

TKYCO

Toothed Copper
o Nut Structure

Dustband

Stainless Steel Platen
Aluminium Bronze Bushing

Three Ring Seals

WAFER LUG FLANGE
i Hingtever MAIN PARAMETER :
MAIN PARTS MATERIAL: Replaceable lining Free maintenance
Two-way installation Blue epoxy coating
1| Slem | Sinlessstesl Design of protective body and shaf
Nitrile rubber Trial temperature is —=10° ~80° (Special material above 120° )
PN25 Cast steel Center valve shaft (no pin, disc, spline connection of valve shaft)
Copper alloy Sealing standard meets EN12266-1(Zero leakage)
Fashboard Ductile iron package nitrile rubber
6 | Body | Nodularcastiron | PN25 Caststeel | DESIGN STANDARD
Split ring Copper alloy 0B 12238
n Copper alloy/Nodular cast iron BS 5155
"9 | Holder | Nodularcastion |  AwwA
|
MAIN OUTER SIZE: . Ese |\ 0 Hse
DN | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250
L | 178 | 190 | 203 | 229 | 254 | 267 | 292 | 330
DO | 160 [ 160 | 200 | 200 | 225 | 280 | 330 | 385 Design Standard Structural Length Standard Flange Standard
Rising Stem GB 12238 GB 12221 GB 17241.6
-350 -406 -520 -568 -640 -755 m]-HSO
BS 5155 ISO 5752 Series 20 EN 1092
DN | 300 | 350 | 400 | 450 | 500 | 600 | 700 | 800 MSS—SP—-67 En 558 (DIN 3202 K-1) ANSI-150
L [a56 [ 3@ [ 406 [ 432|457 | 508 | 610 | 660 AP 609 oo Fange Standarc 35 TABLE DV/E
D0 | 385 450 | 450 | 520 | 620 | 458 | 456 | 458_ e 20m0s - 115 5K/10K
P GB 12221
° =N-1074 SO 521
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BUTTERFLY VALVE TYPE

MAIN OUTER SIZE: Unit:mm

Tnch [ON [ oA 98] D [ € [ F [ 1 [ Noe
> [ 50 [ 50 [05 | Tie [ 57 [ 147 [ 181
212 65 [ 65 | 5 |21 [ 70 152 [1s6 ] o
"5 [ 80 [ 80 [ 140 [ 130 | 76 | t6a [165 | o Honcle Operaton
4100 [ 100 [ 155 [150 [ 100 | 181 | 185 | O™ 9er andworm
"5 o5 [ 125 [190 [162 [ 125 [0 [107] P

6150 [150 | 216 | 190 [ 140 | 221 | 230
"5 200 [ 200 [ 211 | 215 [ 170 [ 251 | —
"0 [ 250 [ 250 | 326 | 250 | 202 286 | —
12 [ 500 [ 300 | 376 | 300 | 235 [3385] —
V4| 550 [ 325 [ 422 | 350 | 248 | 890 | — | Wommgearanc
"6 [ 400 [ 375 | 483 | 360 | 270 [ 443 | — | worm operaton
s [ 40 [ 425 | a5 | 400 | 327 [ as3 | —
20 [ 500 [ 475 | 475 | 430 | 355 [ 534 | —
24 [ 600 [ 575 | 575 | 517 [ av [ 638 | —

FLANGED BUTTERFLY VALVE

5

il

MAIN OUTER SIZE: Unit: mm

DN | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400 | 450
L 108 | M2 | N4 | 127 | 140 | 140 | 152 | 165 | 178 | 190 | 216 | 222
_H | 117 | 137 | 140 | 150 | 182 | 190 | 210 | 251 | 290 | 298 | 336 | 380
A 125 125 [425 | 125 | 125 | 125 | 160 | 165 | 175 | 175 | 210 | 210
B 1931193 193|193 | 193 | 193 | 283 | 283 | 334 | 334 | 425 | 425
DO | 130 | 150 | 150 | 150 | 150 | 150 | 220 | 220 | 280 | 280 | 320 | 320

DN | 500 | 600 | 700 | 800 | 900 [1000|12001400 1600 /1800|2000
m
-mlm
EE

210 | 210 | 520 520 | 248 --
nmmm--
D1 320 800 | 400 | 400 [ 400 | 400 | 600|600 |




BALANCE VALVE
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ELECTRIC TWO-WAY VALVE

Product Overview

TKYCO

The proportional and infegral control valve is a device for
selt—regulating control of pipeline tlow. It is suitable for fluia
control of central air conditioning system, heat exchange system
, hatural gas, steam, heat freatment plant and industrial

processing operation.

Main Technical Parameters

L \ Medium temperature: 2-90°C
Nominal pressure: 1.6Mpa
Installation Diagram Flow characteristics: equal percentage or linear
Leakage amount: 0.01% of Kv value
1.Boay Product Features
o 2 Fashboard 10.Gasket
Balance Valve 3.Sealing ring 11.Hexagon socket bolt Body:Dl
oo 4. Valve flap 12. Handwheel assembly The Disc-PDEF
——— >.0ring 13. Slem Bonnet:DI
— 6.Guide plate 140 1ing Valve Stem:1CrI8NI19
70 ring 15.Lock device Packing:PTFE\NBR
2 8. Bonnet 16.Stem lock cover t can be used as the main valve of differential bypass
9Measure the mouth  17.Measure the mouth control system
— L

Butterfly Valve

Operated Differential-
Pressure Control Valve

SIZE DN(mm)

MAIN SIZE(mm)

L | Db | H | nd

KV

YL6000-50 | 50 | 178 | 125 | 60 | 4-18 | 40
YL6000-65 | 65 | 190 | 145 | M8 | 4-18 | 63

DN | L | H | D | D |n-éd} | DN | L | H | D | D |n-¢d
40 | 215 | 270 | 150 | MO | 4-19
250 | 540 | 610 | 405 | 355 | 12-28
80 | 280 | 300 | 200 | 160 | 8-19

100 | 310 | 330 | 220 | 180 | 8-19 | | 400 | 775 | 1010 | 580 | 525 | 16-31
YL 6000300 12-26

YL 6000-350 16-26
YL6000-400 | 400 | 760 | 525 | 310 | 16-30 | 960

YL6000-80 | 8 | 203 | 160 | 127 | 8-18 | 100
YL6000-100 | 100 | 229 | 180 | 182 | 818 | 160
YL6000-125 | 125 | 254 | 210 | 160 | 8-18 | 250
YL6000-150 | 150 | 267 | 240 | 160 | 8-22 | 280




FLANGE BALL VALVE

BELLOWS GLOBE VALVE

: \ TKYCO
e M y Description: Flanges:
N = B == - | BOLTED BONNET DIN 2501

= S OUTSIDE SCREW AND YOKE  DIN 2547

. ’ | mmm—. [ N 5 RISING STEM DIN 2526 FORME

' " P \ L éﬁ@ 8 NON RISING HANDWHEEL ~ BWTO DIN 3239

- ; waj%ﬁ;f\ LOOSE DISC DIN 3352Parf]

9 | \
8 : Testing: .Marking :
1 DIN 3352Partl EN19 CE-PED
" f% DIN 3230 Part 3
. // DIN 2401 Rating
3 ~|  .Design: Certificates:
22— DIN 3356 EN 10204-3.1B
11— Face fo face:
DIN 3202
\¢ — — | A
[P “A
PART NAME MATERIAL
1] Body | 10619 14581

DESIGN STANDARDS

6 | Nws | s | a0
"8 | Packng ____|Graphilerings & wiper rings (4]]_Graphile rings & wiper rings _
"9 [ Gand | 1080 | xsciNmol-2-2(2) _
0 | Bowmel | loel9 | s
1 | NorotDevie | xeoons | ss
SO Low Mount Pad

5

96 | GreaseNipple | CuAloy [ 55 reinforced graphite _ o SPEQRCATIONS

* 31-' "u-’ | ?

technical specification: ANSI
design standard: API6D API608
structure length: ASME B16.10
Connection flange: ASME BI16.5
Test and Inspection: API6D API598

Nominal pressure: 150, 300, 600 LB

FIG.P.061 BELLOWS SEAL STOP VALVES DIN PN16 — Face to Face F1 Strength test: PT3.0, 7.515 Mpo
DN | 15 | 20 | 25 | 32 | 40 | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400 *‘@ Saql test 22 5 5]]'/\/\ IG
—mmmm il S5 990 D
D | 95 | 105 | 115 | 140 | 150 | 165 | 185 250 | 285 | 340 | 405 | 460 | 520 | 580 LN s-dr Gas seal test: 0.6Mpa
_mmmm " > The valve main material: WCB (C), CF8 (P), CF3 (PL), CF8M (R), CF3M (RL)
_mm 222 f Suitable medium: water, steam, oil products, nitric acid, acetic acid

STROKE 8 | 1010151618 2228 [34]40]60] 757185 ]100] 15 IS0521] —/ Suitable temperature:—29°C~150°C

FIG.P.062 BELLOWS SEAL STOP VALVES DIN PN25 — Face fo Face F1 =0 High Viount Fad
DN |15 120 | 25 | 32 | 40 | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400
mmmnm
D |95 [105] N5 | 140 | 150 185
mmmmm 500 | 500 | 500 | 600 | 600
__H _]196 | 196 | 205 | 205 | 222 | 224 | 240 | 265 | 350 | 380 | 410 | 550 | 715 | 790 | 950 |1030
STeKE | 8 ] 8 [0 110w ]%6 18|22 [26 34401607585 [100[T5
DN 15 120125 | 32 L 40 | 50 L 65 | BO 100 1125 | 150 1200 1250 300 350 | 400
LRF/BW | 130 | 150 | 160 | 180 | 200 | 230 | 290 | 310 | 350 | 400 | 480 | 600 | 730 | 850 | 980 | 1100
"~ D | 95 [105 ] 115 [ 140 [ 150 | 165 | 185 | 200 | 235 | 270 | 300 375 | 450 | 515 | 580 | 660 = AL Ll 1 SHR .
mmmmmmm PTFE/ Flexible Graphite PTFE / Flexibte Graphite
TTH 196 [ 196 | 205 | 205 | 222 | 224 | 240 | 265 | 350 | 380 | 410 | 550 | 715 | 790 | 950 [1030

"STROKE | 8 | 8 | 10 | 10 | 15 | 16 | 18 | 22 | 28 | 34 | 40 | 60 | 75 | 85 | 100 | 115_




ANSI GATE VALVE

MANUAL KNIFE GATE VALVE

TKYCO

DESIGN & MANUFACTURE STANDARD

Design and Manutacturing: API600, ASME B16.34, BS 1414

Face—-to-Face: ASME B16.10

End flange: ASME B16.5, ASME B16.47, JIS B2220

Inspection and testing: ISO 5208, APl 598, BS 6755

SPECIFICATIONS
MAIN PARTS MATERIAL:

Nominal pressure: 150, 300LB, 10K, 20K
Strength test: PT3.0, 7.5, 2.4, 5.8Mpa
Seal test: 2.2, 5.5,1.5, 4.0Mpa

Gas seal test: 0.6Mpa

Valve body material: WCBI(C), CF8(P), CF3(PL), CFBM(R), CF3M(RL)

Suitable medium: water, steam, oil products, nitric acid, acetic acid

Class 150 Assembly Class 300 Assembly drawing Suitable temperature: —29°C~425°C

ZA41(0)W.H.Y Class 150/10K/16K
Size |inch | 1/2 |13/4] 1 [11/411/2] 2 [21/2)3 | 4 | 5 | 6 | 8 |10 |12 |14 |16 |18 | 20 | 24 | 28 | 32 | 36 | 40
mm| 15 | 20 | 25 | 32 | 40 | 50 | 65 | 80 | 100 | 125|150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600 | 700 | 800 | 900 [1000

L [mm][108 ] 117 [127 | 140 [ 165 | 178 | 191 | 203 | 229 | 254 | 267|292 | 330 | 356 | 381|406 | 432 | 457 | 508 | 610 | 660 711 | 812 MAIN OUTER SIZE:1.0Mpa/1.6Mpa
H | mm | 169 | 193 [ 230|246 | 238 | 361 | 396 | 435 | 522 | 570 | 610 | 750 | 935 [1070{1224]1345|1487[1627]1931|2300|3700/3920(4300 DN | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600 | 700 | 800 | 900
~w | mm|[100 | 125|160 | 160 | 180 | 250 | 250 [ 280 | 300 | 350 | 350 | 400 | 400 | 500 | 600 | 600 [600 680|920 | | | DO | 180 | 180 | 220 | 220 | 230 | 280 | 360 | 360 | 400 | 400 | 40 | 530 | 530 | 600 | 600 | 680 | 680
L | 48 | 48 | 51 | 51 | 57 | 57 | 70 | 70 | 76 | 76 | 89 | 89 | N4 | N4 | 127 | 127 | 154
Class 300/20K Hmax| 285 | 298 | 315 | 365 | 400 | 475 | 540 | 630 | 780 | 885 | 990 | 1100 | 1200 | 1450 | 1700 |2000 | 2300

3[4 ]5 16810 [12]14[16]18|20]24] 28
80 1100 | 125 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600 | 700

283 | 305 | 381|403 | 419 | 457|502 | 762 | 838 | 914 | 991 [ 1143|1346
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PNEUMATIC KNIFE GATE VALVE ANSI CHECK VALVE

TKYCO

Design & Manutacture as Per: APl 6D, BS 1868, ASME B16.34

Face to tace dimension as per: ASME B16.10, API 6D

.Connection ends dimension as per:ASME B16.5. ASME B16.47 JIS B2220
Inspection and test as per:ISO 5208, API 598, BS 6755

SPECIFICATIONS

Nominal pressure: 150, 300LB, 10K, 20K

Strength test: PT3.0, 7.5,2.4, 5.8Mpa

Seal test: 2.2, 5.5,1.5,4.0Mpa

.Gas seal test: 0.6Mpa

Valve body material: WCB(C), CF8(P), CF3(PL),CF8M(R), CF3M(RL)
Suitable medium: water, steam, oil products, nitric acid, acetic acid
Suitable temperature: =29°C~425°C
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D1
D2

DN
!

_Size | d4 | D | DI | D2 | t | C [ n-¢b | L

DNI5 | 18 | 90 | 603 | 349 | 16 | 10 | 4-b16 | 108

DN20 | 20 | 100 | 699 | 43 | 16 | N | 4-d16 | N7

DN32 | 32 | m5 | 889 | 635 | 16 | 13 | 4-d16 | 140

MAIN OUTER SIZE- DN50 | 50 | 150 | 1207 | 921 | %6 | 16 | 4-¢19 | 203
| CLASS150 | DN65 | 64 | 180 | 1397 | 1048 | 16 | 18 | 4-¢19 | 216

DN [ 50 [ 65 [ 80 [ 100 | 125 | 150 | 200 | 250 | 500 | 350 | 400 | 450 | 500 [ 600 FAREEE AR R
DN100 | 100 | 230 | 1905 | 1572 | 16 | 24 | 8-419 | 292

L |48 | 48 | 51 | 51 | 57 | 57 |70 | 70 | 76 | 76 | 89 | 89 | N4 | 114
" H | 335|363 |395|465| 530|630 | 750 | 900 | 1120 | 1260 | 1450 [ 1600 | 1800 2300
 DN250 | 250 | 405 | 362 | 3238 | 16 | 31 | 12-425| 622

Sze | d | D | D | D2 | t | C | n-¢b | L

DNI5 | 15 | 95 | 70 | 52 | 1 | 12 | 4-¢15 | 108

DN20 | 20 | 100 | 75 | 58 | 1 | 4 | 4-¢15 | N7

MAIN PARTS MATERIAL: 1.0Mpa/1.6 Mpa DN25 | 25 | 125 | 90 | 70 | 1 | 14 | 4-19 | 127
DN32 | 32 | 1385 | 100 | 8 | 2 | 16 | 4-419 | 140

Material oo |56 | a0 | o5 | 85 | 2 | 16 | d-ew | 165
Rodv/C Crarisrsrs Shanl Sl Glad DN50 | 50 | 155 | 120 | 100 | 2 | 16 | 4-419 | 203

la ihlin ) T KU SO P WV PO

Fashboard Carbon Steel, Stainless Steel Ok | DN80 | 76 | 185 | 160 | 130 | 2 | 18 | 4-¢19 | 241

Skinkass Stoaol DN100 | 100 | 210 | 175 | 155 | 2 | 18 | 819 | 292
Sealing Face Rubber,PTFE,Stainless Steel,CementedCarbide

400 475




ANSI FLANGED STRAINERS ANSI GLOBE VALVE

TKYCO

PRODUCT STANDARDS

Flange End: ASME B16.5
Test Standards: AP 1598

DESIGN & MANUFACTURE STANDARD

Design &Manufacture as per: ASME B16.34, BS 1873

Face to face dimension as per: ASME B16.10

Connection ends dimension as per:ASME B16.5. JIS B2220
Inspection and test as per: ISO 5208,AP| 598, BS6755

SPECIFICATIONS

Nominal pressure: CLASS150/300
Shell test pressure: PT1.5PN
Suitable medium:
SY41-(150-300BL)C Water. Oil. Gas
Sy41-(150-300BL)P Nitric acid
Sy41-(150-300BL)R Acetic acid
Suitable Temperature:=29°C~425°C

SPECIFICATIONS

Nominal Pressure:150, 300LB,10K,20K
Strength Test: PT3.0,7.5,2.4,5.8Mpa .Seal test:2.2,5.5,1.5,4.0Mpa

Gas Seal Test:0.6Mpa
Valve Body Material: WCBIC),CF8(P),CF3(PL), CFBM(R),CF3M(RL)
Suitable Medium: water, steam, oi products, nifric acid, acetic acid
Suitable Temperafure:—29°C~425°C
Polytetrafluorethytene(PTFE) / Stainless steel and graphite spiral wound
NPS Class150
~d | L | D | D | D2 | C | t | n-¢b

2" | 15 | 130 | 90 | 603 | 349 | 10 | 2 | 4-¢16 - JATH(Y) Class 150/10K E—

3/4" | 20 | 140 | 100 | 699 | 429 | N | 2 | 4-¢16 . inch| 172 | 374 1 ("4l 12 | 2 | /2| 3 | 4| 5| 6 | 8 | 10| 12 | 14

™ | 25 | 150 | Mo | 794 | 508 | 12 | 2 | 4-416 >?¢ |mm| 15 | 20 | 25 | 32 | 40 | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400

L |mm[108 | 17 | 127 | 140 | 165 | 203 | 216 | 241 | 292 | 366 | 406 | 495 | 622 | 698 | 787 | 914

— H_ |mm[ 163 [ 193 [ 250 [ 250 | 291 | 350 | 362 | 385 | 490 | 455 | 537 | 707 | 788 | 820 | |

2 | 50 | 220 | 150 | 1207 | 921 | 16 | 2 | 4-019 W |mm| 100 | 125 | 160 | 160 | 180 | 220 | 250 | 280 | 320 | 320 | 400 | 450 | 560 | 560 | |

21/2" | 64 | 252 | 180 | 1397 | 1048 | 18 | 2 | 4-419

3" | 76 | 280 | 190 | 1524 | 127 | 19 | 2 | 4-¢19

4" | 100 | 320 | 230 | 1905 | 1572 | 24 | 2 | 4-¢19

6" | 150 | 400 | 280 | 2413 | 2159 | 26 | 2 | 8-422 - JATHY) Class 300/20K

8" | 200 | 485 | 345 | 2985 | 2699 | 29 | 2 | 8-422 . inch| 172 | 374 1 (14| 1172 | 2 |2v2| 3 | 4 | 5| 6 | 8 | 10| 12

10" | 250 | 550 | 405 | 362 | 3238 | 31 | 2 [12-925 >iZ& el 15 | 20 | 25 | 32 | 40 | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300

_12° | 300 | 610 | 485 | 4318 | 381 | 32 | 2 |12-$25

H  |mm| 163 [ 193 | 250 | 250 | 291 | 345 | 377 | 405 | 465 | 620 | *708 | *777 | *935 | *906

16" | 400 | 780 | 595 | 5398 | 4699 | 37 | 2 [16-929 W |mm| 100 | 125 | 160 | 160 | 180 | 220 | 250 | 280 | 320 | 400 | *450 | *500 | *560 | *600

N

18" | 450 | 850 | 635 | 5779 | 5334 | 4001 | 2 [16-432
20" | 500 | 900 | 700 | 635 | 5842 | 433 | 2 [20-932

N




ANSI BUTTERFLY VALVE ANSI BUTTERFLY VALVE

TKYCO
150Lb
Nominal Structure length (standard) External dimension(consuli) Connection dimension(standard)
dometer | L | H | HWw | D | DO | D2 |

2" | 50 | 425 | 108 | 433 | 10 |13.58 | 345 | 6.00 | 152 | 475 |120.5 | 3.62 | 92 | 4-19

3 | 80 | 450 | M4 | 492 | 125 |14.96 | 380 | 750 | 190 | 6.00 | 153 | 500 | 127 | 4-19
4" | 100 | 500 | 127 | 570 | 145 |16.34 | 415 | 9.00 | 229 | 750 | 191 | 619 | 157 | 8-19
5 | 125 | 550 | 140 | 650 | 165 | 17.91 | 455 |10.00 | 254 | 9 | 216 | 732|186 | 8-22
6" | 150 | 550 | 140 | 689 | 175 | 2145 | 545 | 11.00 | 279 | 950 | 242 | 850 | 216 | 8-22
8" | 200 | 600 | 152 | 826 | 210 | 2421 | 645 |13.50 | 343 | 11.75 | 2985|1062 | 270 | 8-22
10" | 250 | 650 | 165 | 9.84 | 250 |27.36 | 695 |16.00 | 406 |14.25 | 362 |1275| 324 | 12-25
12" | 300 | 700 | 178 | 1124 | 285 |32.78| 830 [19.00 | 483 | 17 | 432 [1500| 381 | 12-25
16" | 400 | 850 | 216 | 13.98 | 355 |3858| 980 |23.50 | 597 | 21.25 | 540 |18.50 | 470 | 16-29
18" | 450 | 874 | 222 | 1496 | 380 |40.55]| 1030 | 2500 | 635 |2275| 578 |21.00| 533 | 16-32
SPECIFICATIONS 20" [ 500 | 900 | 220 [634 | 415 4370 o [2750| 699 [2500] 635 [2300] 584 | 20-32 _
Nominal oressure: Class 150/300 24" | 600 | 1050 | 267 | 1870 | 475 | 51.37 | 1305 | 32.00 | 813 | 29.50
P | 60.03 | 1525
Shell test pressure: PT3.0,7.5MPa 32" | 800 | 1250 | 318 | 2480 | 630 | 6240|1585 | 4175 | 1060 | 38.50 | 978 |36.00| 914 | 28-42
Low—preSSure closure test: 0.6MPa 36" | 900 | 1300 | 330 | 27 | 680 |69.48| 1765 | 46.00 | 1168 | 42.75 | 1085 |40.25|1022 | 32-42
Suitable medium: water, oil,gas,
acetic acid ,nitrc acid
Suitable medium:-29°C-425°C 300Lb
Nominal Connection dimension
PRODUCT STANDARDS dometer | L | H | W | D | DO | D2 |
Design standards: APl 609 -
race fo Face:ASME BI6.10 " [ @0 | 709 | 180 |55 | 16 [1a76] 375 | 827 | 210 | 663 [1685 500 127 | 820
' ' 4" | 100 | 748 | 190 | 642 | 163 |16.93 | 430 |10.04 | 255 | 7.87 | 200 | 6.20 [157.5| 8-22
Fange end:ASME B16.5 5" | 125 | 787 | 200 | 669 | 170 | 18.27 | 464 | 1102 | 280 | 9.25 | 235 | 7.32 | 186 | 822 _
Test standards: APl 598 6" | 150 | 827 | 210 | 693 | 176 |1894 | 481 |12.60 | 320 |10.63 | 270 | 8.50 | 216 | 12-22

8" | 200 | 906 | 230 | 870 | 221 |23.94| 608 |14.96 | 380 |12.99 | 330 |10.63 | 270 | 12-26
10" | 250 | 984 | 250 [ 10.55| 268 |26.42| 671 | 17.52 | 445 | 15.26 | 387.5 | 1276 | 324 | 16-29.5

Material Name Carbon steel Stainless steel 16" | 400 | 12 | 310 [ 1406 | 357 |37.52| 953 | 2559 | 650 |22.50 | 571.5 [18.50 | 470 | 20-35.5
o 18" | 450 | 1299 | 330 | 1575 | 400 | 40.51 | 1029 | 27.95| 710 | 2474 | 628.5 | 21.00 | 335 | 20-355
oy

CF8M 24" | 600 | 1535 | 390 | 19.69 | 500 | 5126 | 1302 | 36.02| 915 | 32.01| 813 |27.04] 692 | 24-42 _
304+Graphif 302+Granhi 316+Graohm
— T TR TR +oraphrte 36" | 900 | 2008 | 510 | 2555 649 1678 72 1089 1010
Graphite Graphite Graphite 40" | 1000 | 22 | 550 | 2839 | 721 |72.60 | 1844 | 5012 | 1273 | 46.89 | 1191 | 44.06




STAINLESS STEEL VALVE

STAINLESS STEEL VALVE

FEMALE GLOBE VALVE

SWING CHECK VALVE

Y-TYPE FEMALE STRAINER

DN | G | L | E | B | H | W
8 | w4 | 65 | 15 | 23 | 80 [ 70
10 [ 3/8" | 65 | 15 | 26 | 80 | 70
5 V2" | 65 | 16 | 31 | 88 | 70
20 | 34" | 75 | 18 | 38 | 95 | 70
25 | 1" | 9% | 20 | 46 | 10 | 80
32 | 1174 | 105 | 22 | 56 | 123 | 100
o0 | 2" | 140 | 25 | 76 | 150 | 100
65 1 21/2" | 152 | 27 | 89 | 190 | 120
80 | 3 [ /5 | 30 | 104 | 210 | 140

DN | G | L | E | B | H
8 | /4" | 65 | 10 | 24 | 42
25 | 1" ] 9 | 20 | 41 | 54
40 [ 2V/2" ) 120 | 20 | 56 | 66
S50 | 2" | 140 | 23 | 69 | 74
65 [ 2V/2" ) 165 | 27 | 86 | 89
80 | 3" | 185 | 30 | 98 | 102

DN | G | L | W | B | H
8 [ 4" | 64 | 12 | 24 | 44
10 | 3/8" | 64 | 12 | 24 | 44
25 | 1" ] 8 | 17 | 4 | 64
32 (114" | 102 | 20 | 49 | 68
40 [ T1/2" | 18 | 20 | 56 | /6
50 f 2" | 189 | 22 | 69 | 88
65 | 21/2" | 180 | 28 | 84 | 110
80 | 3" | 200 | 32 | 98 | 135

1PC TYPE BALL VALVE WITH INTERNAL THREAD

2PC TYPE BALL VALVE WITH INTERNAL THREAD

3PC TYPE BALL VALVE WITH INTERNAL THREAD

i o S A B L B L
DN | Inch

8 | va& | 40 | 5 | V4" | 70 | 335 | 265
1/2" -.m
20 | 3/4" | 60 | M5 | 3/4" | 95 | 50 | 585
25 | v | 70 | 15 | 1" | 105 | 54 | 63
32 | 1v4" | 80 | 195 | 1V/4" | 120 | 655 |

40 |12t | 8 | 25 | 1W/2" | M0 | 72 |
50 | 2* | 101 | 32 | 2 | 150 | & |
65 | 212" | M9 | 38 | 21/2" | 170 | 965 |
80 | 3 | 140 | 49 | 3 | 185 | 105 |
100 | 4" | 186 | 64 | 4" | 220 | TMe5 |

SIZE

N [man] b |V d | G | W H | | ™
8 |1/4" ] 55 | 13 | 11 [ wa ]| 95 | 485
10 [3/8"] 60 | 13 | 15 [3/8" [ 95 | 485
15 | 63 [ 135 ] 15 | /2"
20 73 | 15 195 [3/4
| 25 84 25 [ 1]
32 98 | 20 [ 32 [11/4"] |
40 1055 21 | 38 [11/2" 14X14

50 | 2" [1205] 23 2" | 185 | 105 | 1255 50 70 14X14 |
65 [21/2"] 152 | 28 | 2172" | 220 | 125 |
80 | 3" [1705] 30 | 270 [1345

100 4" 204 | 36 99 | 47 315 | 157

36 42 9X9 |
36 42 9X9 |
42 50 1XT1 |

11XT11

8 | w4 | 60 | M | w4 | 95 | 485
10 | 38" | 60 | N5 | 3/8 | 95 | 485
54
20 | 34" | 80 | 195 | 3/4" | 120 | 655

“ 72
no 1 1/4 8]
40 | 112" | 120 1 1/2 96
_ 105
21/2" 160 | | 21/2 220 120
80 3 180 | 77 3 270 134.5
100 4" Z15 | 99 | 4" 31D | 7




SANITARY BUTTERFLY VALVE

FORGED STEEL VALVE

THREAD BUTTERFLY VALVE FORGED STEEL GLOBE VALVE

IDNGSO)| A | B | D | L | H | Kg

25 | 66 | 78 | 40x1/6 | 130 | 82 | 13
|32 | 66 | 78 | 48x/6 | 130 | 82 | 13
38 | 70 | 8 | 60xI/6 | 130 | 8 | 2
51 | 76 | 102 | 70x1/6 | 140 | 96 | 22
63 | 80 | 5 | 85x/6 | 150 | 103 | 3
76 | 84 | 128 | 98xI/6 | 150 | 10 | 34
89 | 90 | 139 |MOXV/6 | 170 | N6 | 39

WELDED BUTTERFLY VALVE FORGED STEEL GATE VALVE

DN(@SO)| A | B | D | L | H | Kg

- -
“ 25 | so | 78 | 254 | wo | e [ 1
— s | so | s | ss1 | wo | a6 | 12
02 0| 96 | 17
]
— 8 | 60 | wo 70| s
08 | 64 | w9 | 8 | wo | a6 | ais 8. 7
133 | 80 | 185 133 190 138 - E‘g-EE,
155 | o0 | s | s | w0 | 3 Wy -
' 1
QUICK-INSTALL BUTTERFLY VALVE NGO A [ B [ © [ L [ H [ kg
20 | 66 | 78 | s05 | w0 | 8z | 135 _ FORGEL STEEL CHECK VALV
L 25 | 66 | 78 | 505 | 150 | s2 | 135
T 38 | 70 | 86 | 505 | 130 | 86 | 13
AR b Y [Ces [ es [ ws [ 775 | 150 [ o
1 76 | 98 | 8 | o1 [ 150 | To | 26
™ 89 | 102 | 139 | 06 | 10 | W | 50
) 08| 106 | 159 | m9 | 170 | 126 | 36 >
v s 145
260
L

—&-—,—(D.

Class150-800

e e i L B B S R K
S G T | L | H | w

“on [ wnen

172

28.5 174

34.5

120

40 | 1-1/2" | 28 | 49 | 66 | 1-1/2” | 15 | 152

172 | 296 | 180

Z6/1 1H/Y Class150-800

e o B B Al R R
nc

40 | 1-1/2" | 28 | 49 | 66 |1-1/2"| 15 | 120 255 | 160

1

H64/1H/Y Class150-800

S G T L H
EREES
20 | 3/4" | 13 | 285 | 41 | 3/4" | 11 | 92 | 66

:
|

40 [1-1/2"] 29 | 49 | 66 [11/2"| 15 | 152|103




Forged Steel Ball Valve Forged Steel FLG Gate Valves

TKYCO

DESIGN & MANUFACTURE STANDARD DESIGN & MANUFACTURE STANDARD
Design &Manutacture as per: ASME B16.34
Face to face dimension as per: ASME B16.10

Connection ends dimension as per:ASME B16.5
Inspection and test as per: ISO 5208,AP| 598, BS6755

Design &Manufacture as per: APl 602 ASME B16.34
Face to face dimension as per: ASME B16.10

Connection ends dimension as per:-ASME B16.5
Inspection and test as per: ISO 5208,API 598, BS6755

SPECIFICATIONS

Nominal Pressure:150LB, 300LB,600LB,
# 900LB,1500LB
T~ (7777777 I E Strength Test: PT3.0,7.5,2.4,5.8Mpa .
A Seal fest:2.2,5.5,1.5,40Mpa
Gas Seal Test:0.6Mpa
Valve Body Material: A105,F304,F316
Suitable Medium: W.0.G efc
Suitable Temperature:=29°C~425°C

Class300LB

-——-
L " 125 | 5 [ 381|280 | 235 [1s5.7]354] 2 | 822
150 | & | 403 | 320 | 2699 [215.9] 37 | 2 | 1222
200
250
300

SPECIFICATIONS

Nominal Pressure:150LB,-2500LB
Strength Test: PT3.0,7.5,2.4,5.8Mpa .
Seal test:2.2,5.5,1.5,4.0Mpa

Gas Seal Test:0.6Mpa

Valve Body Material: A105,F304,F316
Suitable Medium: W.O.G efc
Suitable Temperature:—29°C~425°C

ll]_lﬂ ==1
«r...\lm“- s

Hnl

\“

679
8

& [ 502 | 380 | 3302 [2699]a17| 2 | 1226
350 | 14 | 762 | 585 | 5144 [412.8] 544 | 2 | 2033

6 |  Body | AI82F304 | 27 |  Gasket | 304+PTFE

]
!

X

g
/|

[ /
L A | \

—.:—
A

AI‘

'gg!;lr

ji=sE
W7~ 77

K

N AN AN

s?‘
Q2R
A
I

7 A 71717 17
IR '*I;?owlii'
| |

HNsT 4

A948 [ 98 | Land ____[AI1S2 F304 A105 | A182F22 | AL82 F304 |A182 F316
3.Lr 8 | Bolt | 1938

9 |  Gasket | 304+Graphite Socket Head Cap Screw|A193 B8M

A182 F304 Packing Gland A182 F304

ANSI 150-2500LB

',
.l ;.:.:»;., —
\\ - . . . .
l,,*.L 13 [Sliding bearing 304+PTFE 34 Anti—-Stalic Device 59304
= -] A A182 F304 | 35 | Air release valve |A182 F304 - - - -

DEVLON | 36 | Drainage valve _|AL82 F304 A B

750 1103 B8 —- o - - - L3 ol NN - PO

A182 F304 e | 32 |0 [ha0 16 | %% 225 75 v

iz | a0 | [ 505 S84
1 e 368 451

A216 WCB
20  Large Washer | S

PIFE | 41

Large Washer

A182 F304 A193 B8




Forged Steel FLG Globe Valves

Wafer Type Check Valve

TKYCO

DESIGN & MANUFACTURE STANDARD

Design &Manufacture as per: APl 602 ASME B16.34
Face to face dimension as per: ASME Bl16.10

Connection ends dimension as per:ASME B16.5
Inspection and test as per: ISO 5208,API 598, BS6/755

SPECIFICATIONS

TKYCO
s I e
- I/ \
o Inaaii | !
I
, A

o0

H7 13333 L[l
H /71 Water Disoo Check Vahe

Specircations

Nominal Pressure:150LB,—2500LB
Strength Test: PT3.0,7.5,2.4,5.8Mpa .
Seal test:2.2,5.5,1.5,4.0Mpa

Gas Seal Test:0.6Mpa

Valve Body Material: A105,F304,F316

* Nominal pressure: PN1.6,2.5,4.0,6 4AMpa
» Strength testing pressure: P12.4,3.8,6.0, 9.6MPa
» Seat testing pressure(high pressure): 1.8, 2.8, 4.4, 71 MPa

» Applicable media:
H71/74/76H-(16—-64)C Water. Oil. Gas

Suitable Medium: W.0.G efc
Suitable Temperature:—29°C~425°C

A105 A182 F22 | A182 F304 |A182 F316
A276 420 | A276 304 | A276 304 | A182 316

ANSI 150-2500LB

SIZE
CLASS L(MM)| CLASS |L(MM)|CLASS|L(MM)| CLASS | L(MM) | CLASS | L(MM) | CLASS | L(MM)
mm

305 384
368 451

H71/74/76Hw-(16—64)P Nitric acid

Part Name

e Rt LBl H71/74/76H-(16-64) C

H /6 Water Double Disco Check Valve
{ /6 Waler Double Disco Check Vahe BOdy WCB

. ZG1Cr18N19T1
Disc

Sealning

H71/74/76W-(16-64)P
ZG1Cr18N19T1

LG1Cr18N19T1

CF8 CF8M

H71/74/76HW—(16—64)R Acetic acid
» Applicable temperature: =29~150°C

H71/74/76W-(16-64)R
ZG1Cr18N112Mo2T1

CESM
LG1Cr18N112Mo2T1

CE8

304, 316, PTFE

H71 /6
Nominaldiameter] L | d | K | D
‘Nominaldiameter | d | D | L | [s0 | 2 | e0 | 48 | 50 | 108
-65 -2 - -67 -59 -65 -128
= T F [ s 5w %
125 | 57 | 86 | 115 | 125 | 192
150 | 6" | 98 | 138 | 150 | 218
8 | 37 | 80 | 131 | 50
H74 SRR 32 1HEWR 100 | 47 | 100 | 156 | 60
H74 Wafer Sngle Disco Check Vave | 125 | 57 | 125 | 190 | 90
600 | 247 | 222 | 565 | 600 | 697



